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A WIND-TUNNEL INVESTIGATION OF THE AERODYNAMIC CHARACTERISTICS OF A

FULL-SCALE SUPERSONIC-TYPE THREE-BLADE PROPELLER AT

MACH NUIWBERS TO 0.96 ~

By kBEET J. li%ANS and GEORGE!LnmII

SUMMARY

An inzwstigation of the charactmktics of a fwU-Sca.lewper-
sonic-t~pe propeller hag been made in the Langley 16~oot
transonic tunrwl with the 6000-?wrsepowerpropeller dynamom-
eter. Tlw W covereda range of H.ad.eangks from 20...4?0to
60,g0 at forward Mach numbem up to 0.96.

The remdt.s showed that envelope ejkiency at an advunce
ratio of 2.8 decreasedfrom 86 percent to 72 percemtwhen the
forwurd Mach number w increased from 0.70 to 0.96. A
comparison of the experimental rea.ltx with cakukted remb
8howed that maximum prope.h% ejbiency cm be cakul.uted
with good accumcy by wing ordina~ wk-nic &p theorLI
when the bkde-sec&n speeds are 8upersoni.c. The investiga-
tion also ~howedfawrabk power-abm@On propertia of the
supersonic-type propeller at high gpeeds.

~TRODUCTION

The lack of airfoil data and adequate theory at transonic
flight speeds makes the design and performance prediction
of aircraft propellers uncertain for high-subsonic-speed air-
craft. It is therefore necessary that the aerodynamic char-
acteristics of propellem designed to operate ats tmmsonic
speeds be determined experimentally. The experimental
results not only me necessaxy to determine the characteristics
of specific propellers but also to justify the assumptions that
me necessary with respect to airfoil data and propeller
theory in the trrmsonic speed range.

Two facilities of the Langley Aeronautical Laboratory of
the National Advisory Committee for Aeronautics, namely,
the 6000-horsepower propeller dynamometer and the Langley
16-foot trmsonic tunnel, have made it possible to conduct
full-scale propeller tests at transonic speeds. The tests
of this investigation are the first full-scale propeller tests
to be made in the trarisonic speed range and in a slotted
wind-tumel test section. The investigation included meas-
urements of thrust and torque of the propeller, wake-pressure
surveys to detenniue the blade thrust loadings, dynamic
blade twist measurements, 1-P vibratory+tress measuw
ments, and a determination of the effects of propeller
thrust on the tunnel-atipeed calibration. The aerodyntic
data are presented in the form of plots of efficiency and

thrust and power c.mdlicients against propeller advance -
ratio for a range of forward Mach numbers from 0.20 to 0.96.
An airstream calibration of the Langley 16-foot transonic
tunnel with the 6000-horsepower propeller dynamometer
installed iu the t@ section is also included herein.
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SYMBOLS

propellerdisk area, sq ft
blade width (chord), ft

power coeilicient, --&

T
thrustcoeilicientj —pn*D
section lift coeilicient
propeller diameter, ft
blade+ection maximum

advance ratio, $

forward Mach number

thickness, ft

forward Mach number with propeller installed
and operating - *.*

_[ 1
forward Maoh number with no propeller on

dynamometer

++(;)helical tip Mach number, M

propeller rotational speed, rps
power, ft-lb/sec

power disk-loading coefficient, *V

dynamic pressure, &PV2
propeller tip radius, ft
radius to a blade element, ft
thrust, lb
forward velocity, fps
fraction of propeller tip radius, r/R
blade angle
blade angle at 0.75R, deg
eiliciency
maximum efficiency
air density, slugs/cu ft
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APPARATUS

LANGLEY 16-FOOT TRAIWONIC TUNNEL

The investigation was made in the Langley 16-foot tran-
sonic tunnel. The test section is octagonal in cross section
with longitudinal slots permitting interference-free testing
with the propeller dynamometer installed to the top speed
of the tunnel as limited by the mtium power. Additional
details of the wind tunnel are given in reference 1. ,

THEWO-l?IORSKPOWER PROPELLER DYNAMOMETER

The 6000-homepower propeller dynamometer is described
in reference 2. The two 3000-horsepower units of the dy-

namometer were coupled in tandem, and the propeller was
mounted on the forward end for the presenti tests. In
order to obtain a radially uniform &al flow field in the
propeller plane, a long (2.4D) cylindrical fairing extended
horn a point upstream of the minimum area section of the
tunnel to the propeller spinner. The boundmy-layer thick-
ness in the propeller plane caused by the cylindrical faking
was computed to be small enough in magnitude to produce
no noticeable effect on the operating propeller. A sketch

and photograph showing the arrangement of the dynamome-
ter and the cylindrical fairing in the tunnel are shown in
iigures 1 and 2, respectively.

A variable-frequency power supply allows continuous
speed control of the dynamometer. The rotational speed
is set manmdly with the aid of an aircraft tachometer and
measured to wi&n % rpm on a Strobocmm, which matclw
rotatiomd frequency with the known frequency of a tuning
fork.

Highly reiined pressure gagea convert pneumatic pressures
born the thrust and torque capsules into direct rewlings of
thrust and torque. Simultaneously, spinner-juncture pres-
sures are measured on a -ticrommometer to correct thrust
readings for effect of air-pressure difference on the ends of
the rotating spinner.

The spinner diametei was 32 inches, the same as the for-
ward cylindrical fairing and the dynamometer ease. The
propeller blade airfoil sections extended inboard to the
spinner surface.

PROPELLER

The three-blade propeller used for this investigation had
~ diameter of 9.75 feet. The blades were made from solid

~d ~l...--’ 1

‘, -
Air flow III ‘,32,,, - ; 9.?

Tunnd stotkm, ft

FIGURE l.-Sketoh of propeller dynamometer and Maoh number distributions in the Langley I&foot transonic. tunnbl with dynamometer but ‘
without propeller. Flagged symbols indicditedynamometer body measurements whereas symbols without flage represent tunnel-wall moneure-
ments.
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FIGURE2.—Propeller mounted on the 6000-homepower dynamometer in the Langley 10-foot transonic tunnel teat
section (tunnel open, view looking downstream).

6415 steel nnd had symmetrical 16-series airfoil sections.
The blade-thickness ratio varied from 0.06 at the spinner
to 0,02 at the tip, and the chord was constant for the length
of the e.sposed blade. Blade-form characteristic curves

iJ26597-(3~1

me shown in figure 3. The propeller was designed to oper-
ate at a rotational speed of 2600 rpm
number of 0.95 at 35,oOO feet altitude,
advance ratio of 2.2.

at a forward Mach
corresponding to an
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FIGURE3.—Blsd&form oharaoteristim.

WAKE-SIJIMWY RAKES

The wak e-survey rakes were constructed so that the
orifices of the total-pressure and static-presmre probes were
2 feet ahead of the leading edge of the rake strut which was
an 8-percmt-thick circular-arc airfoil of constant 2-foot chord.
The general arrangement of’ the dynamometer with the
wdm-survey rakes mounted with the oriiiccs located 17
inches behind the propeller center line is shown in iigures
2 and 4. Because of the di.fliculty of testing the propeller
at high forward Mach numbem, as is explained subsequently,
the rakes were set in the upper position for all tests mcept
for rotational speeds of 1600 rprm

TESTS

Most of the tests were made at constrmt values of forward
Mach number, and a range of advance ratio ma covered by
varying the propeller rotational speed. One group of tests
w-as made with the propeller operating at a rotational speed
of 1600 rpm to cover a complete range of blade angles at
low forward Mach numbem. “For these tests, the advance
ratio was varied by varying the tunn~ airspeed. During
the group of tests at 1600 rpm, the tunnel airspeed was
lowered until flutter was audible at each blade angle ttwted
and, although no data were recorded at flutter, the value
of forward Mach number at which flutter occurred was
determined.

In many cases the range of the tests was limited by’ the
maximum dynamometer rotational speed and the available
dynamometer power. These limitations did not permit the

. Totol- preswe lubes
I * Sfotlc- preswre tutw

FIGURE 4.-Seotional view (looking downstream) of dynamomstsr
and survey rakes mounted in the test seotion. Station 127.

testing of the propeller at its design condition of operation
and also did not permit testing at low values of advance
ratio at the higher Mach numbers.

CALIBRATIONS

TUNNELAIR8PBED

The tunnel airstream was calibrated with the dynamom-
eter installed in the teat station with no propeller. The
Mach number at which the propeUer tests were run was
set by a Mach number indicator that was referenced to
static pressure in the plenum chamber surrounding ‘tie test
section. The relationship between the Mach number at
the propeller plane (without propeller) and the Mach number
determined from the plenum static pressure was established
in the same ng.mmr as in reference 1. Evidence that pro-
peller operation has no significant effect on tunnel wall
preasums is discussed in a subsequent section of this report,

A plot of the longitudinal Mach number distribution m
measured by static-pressure orifices near the center line of
one of the tunnel-wall flats and along the dynamometer body
is shown in figure 1. At low speeds [M= O.60), the longitudi-
nal Mach number distribution is uniform throughout the
tunnel test section. At the higher valuea of Mach number,
however, an acceleration qf the tunnel airstream is indicated
in the region of the dynamometer support struts. This
mceleration, whioh is due to the partial blockage effect of
the support struts, is accompanied by a deceleration of the
iiratream ahead of the strutx in the region of the propeller
?lane. The velocity gradient through the propeller plane
s small, however, except at the high~t vahe of Mach
mmber shown. I

A comparison of the results obtained from the orifices on

\
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the tunnel wall with those obtained from the dynamometer
body orifices showed a negligible radial Mach number dif-
feronco across the propeller plane (see fig. 1), the difference
in Mach number being of the order of 0.006 at a stream
Mach number of 0.95. Results from static pmbea of the
wake-survey rakea in the lower position indicated a marked
difference from the results shown in figure 1. The survey
rakes indicated a gradually varying radial Mach number
distribution which amounted to a difference in Mach number
of about 0.05 from the dynamometer to the tunnel wall at
the highest value of Mach number. However, the tests
made at the constant rotational speed of 1600 rpm were
the onIy teats made with the wake-survey rakes in the lower
position. The stream Mach number for the tests at 1600
rpm did not emeed a value of about 0.70, and the nonuniform
radial distribution up to M=O.70 is negligible. .

It is believed that with the survey rakes in the lower
position a partial stream blockage was caused by the proxim-
ity of the wake rake struts to the dynamometer support
strut which caused the inboard static probes to record a low
velocity. As shown in figure 4, the dynamometer body
orifices were in the upper part of the test section, out of the
area of infhmnce of the struts, and the results did not indicate
the low velocities indicated by the rake probes. In the plane
of the operating propeller, the nonuniformity of the axial
velocity distribution with the rakes in the lower position
was further indicated by severe 1-P vibratory stressw at
n Mach number of 0.70 which became worse as the Mach
number was increased. In order to overcome these dif-
ficulties, it was necessary to move the wake-survey rakes
to the upper position (fig. 4). Unfortunately, no tunnel
calibration was made without the propeller with the wake-
survey rakes in the upper position, although alleviation of
the blockage effect was indicated by the absence of the 1-P
vibration on the operating propeller even to the maximum
speed of the tunnel.

With the wake-survey rakes in the upper position, the
radial Mach number distribution was ‘therefore presumed
to agree with the results indicated by figure 1. From the
foregoing considerations, ‘it, has been concluded that the
propeller data presented in the present report do not include
any detrimental effects that may be considered to arise from
propeller operation in a nonuniform aimhwun and that the
values of stream Mach number obtained from the tunnel-
wall orifices are the values experienced by th~ operating
propeller.

DTNAMOMETEE CALIBRATION

Static calibrations of the thrust and torque metem were
made in a manner similar to that for the 2000-horsepower
propeller dynamometer described in reference 3. The cali-
brations were straight lines when the indicated loads were
plotted against the applied loads and the slopes of the lines
were determined by the method of least squares.

The probable error in the thrust scale readings was 5.6

pounds, which amounted to a maximum error of about 0.6

porcrmt in the important operating range of the propeller.

The probable error in the total torque readings was 4.9
foot-pounds, which -was a maximum error of about 0.3 per-
cent in the range of propeller operation for peak efEciency.

REDUCTION OF DATA

TERUST

I?ropeller thrust as used herein is defined as the shaft
tension produced by the aerodpamic forces acting on the
propeUer blades horn the spinner to the blade tips.

The aerodynamic forces on the rotating spinner were de-
termined by running the tunnel and the dynamometer over
a range of airspeed and rotational speed with no propeller
instaUed and recording the readings of the thrust scales.
The difference in pressure between the upstream face and
the downstream face of the rotating spinner was recorded
simultaneously with the thrust readings. The variation
of thrust with the spinner-juncture pre9sure difference was
one straight line for ill combinations of tunnel nimpeed
and dynamometer rotational speed. With this r&tion
determined, the spinner-juncture pressure difference was
measured for test points with the propeller operating and
the corresponding value of thrust was subtracted from the
indicated scale readings as a tare thrust. Propeller thrust
is, therefore, the indicated thrust of the propeller minus the
spinner tare thrust created by the difference in spinner-
juncture pressure between the upstream and downstream
faces of the spinner, Me spinner skin-friction drag being less
than the accuracy of the thrust readings.

TORQUE

Torque tare readings were obtained simultaneously with
the thrust tare readings during the tare runs. The torque
tare forces varied with tunnel airspeed and to a slight es-tent
with dynamometer rotational speed. The variation with
rotational speed amounted to about 5 foot-pounds for the
range of rotational speeds presented herein. The variation
of torque with tunnel ainspeed, however, was a straight-
line variation which amounted to about 55 foo~pounds at
a value of Mach number of 1.0. Inherent vibration of the
dynamometer with the wind tunnel -was believed to cause
the variation of tmque with tunnel airspeed.

The torque tare forces for all rotational speeds were
plotted against a function of t.w.mel airspeed and a faired
line was drawn through the points. This procedure neg-
lected the small variation of torque with rotational speed
so that there was an error of +2.5 foot-pounds. Propeller
torque was the indicated torque reading minus the torque
tare readings.

WIND-TUNNEL ‘WALL CORRECTION

A theory was presented in reference 4 for the solid blockage
interference eflect in circular wind tunnels with walls slotted
in-the direction of flow. The theory indicated the possibility
of obtaining zero blockage interference at high subsonic
lMach numbers, and tests on a model tunnel reported in the
same reference cmilrmed the theoretical results. Pressure
measurements on a body of revolution in the Langley 16-
foot tmnsonic tunnel are compmed with measurements
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made on cm identical body by the free-fall technique in
reference 5. The results of referenw 5 showed that the
tunnel-wall interference effects were negligible up to and
inchd.ing Mach number 1.0.

In order to check the wall effect of a slotted test section
on cm operating propeller, pressure measurements were
made along a region of the wind-tunnel wall extending from
1.3 feet ahead to 4.2 feet behind the propeller pIane. The
results of the pressure measurements are presented in figure
5 as the vmiation with tunnel station of the ratio of the
Mach number with the propeller operating to the Mach
number obtained from calibration tests without a propeller:
The shaded area between the two curves includes repre-
sentative data obtained throughout the entire Mach number
and propeller-thrust-coe fficient ranges covered in the in-
vestigation. The scatter of points in the enclosed area of
figure 5 is within the accuracy of the tunnel-speed measure-
ments. The Mach number with the propeller operating
was within about +1.0 percent of the vahws obf.ained
without the propeller, and the tunnel longitudin~l Mach
number .wdient with the propiller operating was essentially
the same as that obtained without the propeller (fig. 1).
The variation of thrust coefficients from a negative value
to a relatively high positive value did not appreciably affect
the Mach number ratio. Since it is evident that the operat-
ing propeller had no significant effect on the tunnel wall
pressures, it has been concluded that no wind-tunnel waU
correction is necesm-y for the ranges Of Mach number and
thrust coefficient covored in the present tests.

ACCURACY

In the signitkant range of propeller operation the data
me accurate to 1.3 percent based on the accuracy of the
static calibrations. Bowever, the accuracy of the faired
curves is believed to be within 1.0 percent.

RESULTS AND DISCUSSION

PB~ENTATION OF BA.SIC RESULTS

The aerodpamic data obtained during the tests are pre-
sentid in figures 6$14 as faired curves of thrust coefficient,
power coefficient, propeller efficiency, airstream Mach num-
ber, and helical tip Mach number plotted against propeller
advance ratio. The data test points are included on the
plots of thrust and power coefficients.

Mrmy of the tests were extended into the negative thrust
cmd power range of operation cmd the data have been

TID-U@sfaticq ft

l?lGURE 6.—Effeot of prope~er operation on the tunnel-wall measuw
ments for the range of Maoh numbem and thrust coefficients ob-
tained in the tests.

included in figures 6‘ to 14. The curves indicate thmt d
obtained in the positive range of operation can be extrap
lated to small negative values with good accuracy.

The plot of thrust coefficient nnd efficiency in figure
for p0.7,~=54.70 was obtained from wake-survey pressu
data, since the thrust data obtained for this particukw t
tvere believed to be erroneous because of difficulties wh
were encountered in the operation of the thrust capsuk.

In some cases the data have been extrapolated to def
the efficiency peaks better. The extrapolated portions
the curves are shown in the figur&s as a dnshed line. T
values of peak eiliciency obtained by extrapoltition
considered to be within the experimental accurncy of
data.

Discontintities in some of the Mach number curves sho
in figures 6 to 14 are attributed to changes in aii temperntu
which occurred from day to day.

THEEFFECTS OF ADVANCE RATIO ON ENVELOPE EFFICZENOY

Fiawe 15 shows the variation of envelope+ efficiency w
advance ratio for several values of forward Mach numb
The most notable feature of the ,curves in figure 16 is th
the 10SSin efficiency with an increase in aclvnnco ratio
small for any of the Mach numbers. Although tho des
value of advance ratio (2.2) could not be reached at,
higher ~Iach n~bem, the trend of the cues indicat,cs {I

a supersonic propeller designed for an advance ratio of
d experience a loss in envelope efficiency of only nbo
1 percent when operated at an advance ratio of 3,2,
advance ratio is increased above 3.2 the drop in cmvelo
efficiency is more rapid. The curves in figure 16 sugg
the possibility that a supersonic propeller could be clesign
for advance ratios ns high as 3.4. At these higher ndvan
ratios the rotational speed would be much lower, and
structural problem caused by large centrifugal forces WO
be less severe; therefore, thinner blade sections migh~
used. Although there is an increase in the tcmdmcy
flutter, the use of thinner blade sections would be n dcdin
advantage because of their highw lift-drag ratios at h
lMach numbers. However, the use of Q lower rotation
speed would lower the power-absorption properties of
propeller with a given diameter, since tho powor vnries
the cube of the rotational speed. Obviously, the solocti
of the proper advance ratio for a supersonic propeller involv
a compromise between aerodpm.mic and struc$uxal requir
ments.

COMPARISON OF CALCULATED AND EXPERIMENTAL VALURS OF
ENVRLOPE EFFICIENCY

It was not possible to test the present propeller at
design operating conditions since the maximum rotmtion
speed of the dynamometer (2300 rpm) did not permit oper
tion at an advance ratio of 2.2 at a forward Mach number
0.95. Strip-theory calculations, however, have been mn
for the eiliciency of the propeller by using the method
scribed in reference 3 and the results are plotted in figure
The @foil data, which were cross-plotted and extmpolnte
for use with the blade-thickness ratios of the test propcdl
were obtained for the calculations from reference 6.
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.

P&ma ratio, J

(a) Thruet coeflioient.

~Gmm 6.-Characterisl@ of propeller.

On the basis of the nearly constant calculated values of
efficiency between an advnnce ratio of 2.20 and 2.86, the
exqxmimental curve for a Mach number of 0.96 is faired to
J=2.2 as shown in figure 15. This extrapolation of the
c.xpcrimental curve indicntea an efficiency of the test pro-
peller for .M=O.K)6, J=2.2o of about 73 percent. There is
remarkably close agreement shown between the calculated
values of efficiency for this propeller and the experimental
data in figure 15. In the worst case (J=3.78) the difference
between the calculated eiliciency and experimental efficiency
is 0.025, whereas at J=2.86 the difference is 0.008. For
the calculations at J=3.78, some of the effective blade

Rotational sp~d, 1600 rpm; M< O.67.

sections were operating in a transonic speed range, where a
small error of Mach number or angle of attack might result
in a large error in drag. The agreement at the lower ad-
vance ratio shows that, when the blade section speeds are
supersonic, maximum propeller efficiency can be calculated
with good accuracy by using ordinary subsonic strip theory
and the airfoil data compiled in reference 6. The calcula-
tions of thrust and torque coefficients, however, were about
20 percent below the experimental values. This result
indicates that the lift-drag ratios used in the calculations
were satisfactory but the values of both lift and drag were
somewhat low.
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(b) Power coeilicient<

Fmmm 6.—Continued.
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(a) Thrust me5cient.

FIGURE 7.—(hmacteristim of propeller. Forward Mach number ().(3().
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Mvwe mti9, J

.(b) Power coefficient.

FIcimm 7.—$0ntinued. ,’
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Advance ratio, J

(a) Thrust oaetlioient.

~rmrm 8.—Charaoteristics of propeller. Forward Mach number 0.70.
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Mm mliq J

(b) Power ooeflicient.

l?IaJRE 8.-Contiiued.
.



AERODYNAMIC CHARACTERISTICS OF A SUPERSONICJPYPE TKRDE-BL4DE PROPELIJ3R TO MACH NUMBER 0.96 947

.

I , , h , I I i 1 n 1 I I , n 1 i

L2

Lo

.3
I I I I I I I I I I I I I

.s~
c
o

I I I I I I I I n s. .
1

.2
a_--–=n GAb

$
-A - . -.—.

Mmwe ratio,J

(o) Eilicionoy.

I?IGmm 8.—Concluded.

,..



.— __ .-. .- .—.-—. .

948 RDPORT 137&NATIONAL ADVISORY COMMIIT’EE FOR AERONAUTICS

Advonce ratio, J

(a) Thrust ccmftlcient.

FIGURE9.—CharactJ3rMios of propeller. Forward Mach number 0.74.
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. Mvonce rutio,J

(a) Thrust oodoient.

FIGURE 10.—Charaoteristics of propeller. Forward Mach number 0.80.
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EFFECTOFFORWARD&%ACHNUBIBEEONMAXIhfU&lEFFIC!IRNCY

The variation of maximum propeller efficiency with for-
ward Mach number is shown i.Qfigure” 16 for advance-ratio
values of 2.8, 3.4, and 4.0. These data show that the maxi-
mum efficiency attained during the tests was 86 percent
between Mach numbem of-0.60 and 0.70 at an advance
ratio of 2.8. Above M=O.70, the efficiency decreased
gradually to a value of 72 percent at the Mach number of
0.96. At an advance ratio of 4.0, the maximum efficiency
was 2.5 to 4.0 percent less than that for J=2.8 over the
Mach number range horn 0.60 to 0.96.’

Results of this investigation of the supersonic propeller
agree with trends shown for model propellem designed for
higher adwmca ratios (ref. 7) than 2.2. At a constant value
of forward Mach number any increase in advance ratio
decreases rotational speed and therefore results in lower
values of blade-section Mach number. It is thus apparent
that a propeller operating at high advanw ratio will delay
the onset of the adveme effects of compressibility on the
blade sections and will operate to higher values of forward
Mach number before the blade sections reach the critical
speed. It is seen in figure 16 that the critical speed of the
test propeller was delayed to higher Mach numbers as ad-
vance ratio was increased. At J=2.8 the point at which
the efficienq began to decrease rapidly was M=o.71 and

1In later fe9t9of tbb mm pm@fer fnwhfd forward I&d nnrn&rwasextendedteIQ
thetines of pmwller e41MemY at speeds nearW muntwO.Wwereslfghtlydfffemntfmm
tbe?apresentedm ti repoti Thelatertesb fndfrate a mntlnrdng demaw of edicfency
wltb lnmmfng Mach nnnb?r rather than the tendmmyfer valnm of effkfenoy to Ievef off
fntheregfen of Nacbnnrnber O.%3asindfr@ed inilgnrelLZ. Theactnrd dl17eremcesinef-
flcfenw valws ktween tie We seb ef data are genwdly lessthen one PWIIL me tits
of tka tesb were Wblfshwl fn NACA R8seamb Marnomndrun IME1O entftkd KSffe@
of Bkfe Section Camk en Aeredynemfe Ckwkbtfu of FnU-&nle SuW-SOnWType
ProfMlers at Mwh Numbers to lJMn by Julian D. hfaynard, John M. Swfbartj end HarrY
T. NortoxLJr.

progressed to .ii=O.75 at J=3.4 and >1=0.80 rLLJ=4.0,
Furthermore, as the value of forward Mach number is in-
creased into the supercritical speed range, the present pro-
peller and the model propellers of reference 7 will operate
at a low advanm ratio more eihciently than at a high ad-
vance ratio because of the more advantageous orientation
of the blade force vectors.

Below the critical Mach number, there is a notable dif-
ference between the advahce ratio at which maximum e5ci-
ency is attained for the model propeller tested in the investi-
gation of reference 7 and the propeller used in the present
investigation. Obviously? the model propeller operating
at advance ratios lower than the design value of 3.36 will
not have all blade sections at maximum lift-drng ratio, nncl
a 10IWWefficiency results. The present propeller will oper-
ate with eftlciency decreasing as advnnce rntio is increased
from the design value of 2.2 for the same reason.

POWHE COEFFICIENT FOR MAXIMUM EFFICfENOY

The variation of power cneflioient for maximum efficiency
with advance ratio is shown in figure 17 for constant values
of forward Mach number. These curves can be used to
evaluate the power-absorption properties of the superaonic-
type propeller designed for a low adwmce ratio. If a con-
stant pressure altitude and a constant Mach number of 0.w3
is assumed, the propeller operating at an advance ratio of
2.8 would absorb nearly twice as much power and, as shown
in figure 15, would operate 3 percent more efficiently than
a similar propeller operating @ an advance ratio of 3,8,
More power is absorbed when operating at the lower ndvnnce
ratio because the power absorbed is inverwely proportional
to advanm ratio, although the power coefhient is lower at
the lower advance ratio. Another way to illustrate the
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FIGURE 17.—Vnriation of power coeftioient at maximum effioienoy
with advance ratio.
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forward Mach number for several values of advance ratio.

advantages of operation at low advance ratios is to compare
the diameters of propelb designed for a given power.
In the foregoing example, the propeller operating at an
advance ratio of 3.8 would have to be 40 percent greater in
diameter to absorb the same power as the propeller oper-
ating at an advance ratio of 2.8. Therefore, the supe~oti~

tfie propeller with low design advance ratio has favorable
power-absorption characteristics which permit the use of
smaller propeller diameters.

COMPARISON OF DATA WITH COMPRESWFILBFLOW
MOMENTIJM-TEHIOEY DATA

A compressible-flow momentum theory has been developed
in reference 8, some remdts of which are reproduced in figure
18. Values of maximum efficiency obtained experimentally
in the present tests are also plotted as data po~ts in figure 18.

The compressible momentum theory based on the w
sumption of a subsonic slipstream indicates that, as the
propeller power disk loading is inoreaaed beyond a certain
value at a constant forward Mach number, the ideal effici-
ency decreases very rapidly and, if such were the case in
practice, would preclude the use of propellers at Mach
numbers above about 0.90. , As pointed out in reference S,
however, the propeller slipstream can attain supersonic
speeds when the power is increased, and the values of ef-
ficiency shown in figure 18 for the supersonic wake appear
to be more reasonable. Although the calculated values of
Miciency in figure 18 do not include any proEle or rotational
losses, most of the experimental data for the higher Mach
numbem (0.93 and 0.96) are above the subsonic-wake curves.
It appears, therefore, that the propeller slipstream must
have attained supersonic velocities for at least a short
distance behind the propeller for the tests at M=O.93 and
ik?=O.96.
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OPERATING CHARTS

In order to facilitate the use of the data included herein
for performanw. estimatea, charts have been prepared and
are included in figure lg. The charts consist of plots of
power coefficient against advance ratio with lines of constant
efficiency superimposed. Except for the first chart (fig.
19 (a)), which presents data obtained at a rotational speed of
1600 rpm (M< O.67), the charts are presented for the con-
stant values of fonvard Mach number at which the tests
were made. (See @s. 1!3 (b) to (i).)

8TALL-PL~B DATA

The purpose of the present investigation was to determine
the aerodpwnic characteristics of the propeller tested, and
the propeller was deliberately not operated at flutter since
violent or sustained flutter would have been hazardous to
the test equipment. Flutter was detected, however, both
audibly and by strain gages during the tests at a constant

rotatiomd speed of 1600 rpm, during which propeller stall
conditions were encountered. In some cams it was possible
to record the value of forward Mach number at flutter
whereaa in other cases the dynamometer speed wys dropped
slightly before data were taken. “

No analysis of the flutter data is presented, but the data
obtained are included in figure 6. The values of advnnce
ratio at which flutter occurred were spotted on the curves
of thrust and power coefficient and a curve drawn through
the points to mark the flutter boundary.

The flutter data, as replotted in figure 20, show the vari-
ation of thG section lift coefficient and helical tip Mach
number at flutter with advanw ratio for the z= 0.60 station
as detenn.ined from -wake pressure measurements. The
values are shown for the z= 0.60 station since the maximum
value of lift coefficient along the propeller-blade radius
occurred at approximately this station.
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Pdvance ratio, J .

Fmurm 20.—Variation with advance ratio of lift coeilioient and tip
Mach number at flutter. z= 0.60; rotational speed, 1600 rpm.

EFFECTOFSTEAINGAGRSON PROPELLER13FFICmNCY

Alost of the tests for this were run with strain gages
cemented to the surface of one of the propeller blades. Con-
sideration of the effect of the strain gages on the aerodywnic
chmact eristics led to the repeat tests with the strain gages
removed from the propeller; thus, the propeller was aero-
dynamically clean. Data shown in figure 21 gave indication
of no difference in maximum efficiency up to a Mach number
of 0.88. Above M=O.88, the clean blades -were slightly
more ef%cieut (about 2 percent at M= 0.96) than the blad~
with gages attached.

It should be noted that the aerodynamic characteristic
presented in this report at high Mach numbers were obtained

.84

.80

.76
e
S .72
5“5~
: .68

I&de withmae I.-

1
, ,

.56 — 0 10 20 30 ~ 50 60
d ial stat m mci hs

“5.%0 .~’.mN~2’.#~’.~’.:4’A .92 -96 ~
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FIGURE21.—Effect of stmin gagea on maximum e5ciency.

with the clean propeller. At values of Mach number below
0.90, the differences in efbiency between the propeller with
gages attached and the clean propeller were negligible.

CONCLUSIONS

Tests of a supersonic three-bl~de propeller have been maclo
on the 6000-homepower propeller dynamometer in tho
Langley 16-foot transonic tunnel over a rnnge of blndo
angles at forward Mach numbers up to 0.96. The results
of the investigation indicate the following conclusions:

1. In the range of the tests the tunnel-wall intorfercnco
w= found to be negligible for propeller operation in the
slotted test section of the Langley 16-foot trrmsonic tunnel.

2. Envelope efficiency at an advance ratio of 2.8 docreasccl
from 86 percent to 72 percent when the forward Mach numb-
er was incremed from 0.70 to 0.96.

3. Maximum propeller efficiency can be calcuh[ed with
good accuracy by using ordinary subsonic Nxip theoly when
the blade-section speeds are supersonic.

4. The loss in envelope eEciency with increase in wlwmco
ratio is only about 1 percent between advance ratios of 2.2
and 3.2.

5. The supersonic-type propeller with a low design aclvnnce
ratio has favorable power absorption characteristics which
permit the use of smaller propeller diameters.

6. A comparison of the experimental data with compres-
sible momentum theory indicates that the propeller slip -
stream attained supemonic velocities for at least Q shorfi
distance behind the propeller rutforward Mach numbers of
0.93 and 0.96.

LANGLEY AERONAUTICAL LABORATORY,

NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS,

LANGLEY FIELD, VA.,Maw 18,195$.
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